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Temporary Hoarding Panelling

TEMPORARY 
HOARDING 
PANELLING
Fixing onto hoarding framework

Tools Required 
• Screw gun

• String line

• Straight edge

• Screws - A min of 5 x type 17 -  14g x 50mm self tapping   
 galvanized wood screws or similar

Installation 
• Panel should be stored dry before fixing onto  
 hoarding framework

• When storing outside, ensure packs are kept clear off the  
 ground. Cover with waterproof sheeting laid on evenly   
 spaced timber battens so that air circulates freely between  
 the waterproof cover and the product

• STRUCTApanel H2 12mm should be fixed to a min of 3 rails,  
 top / middle and bottom of sheet

• STRUCTApanel H2 12mm should have a gap at the bottom  
 of at least 20mm from the ground and shouldn’t be able to  
 constantly be in contact with pooling water, soil, etc

• STRUCTApanel H2 12mm should not have other materials  
  pushed up against it including landscaping, garden  
 material, etc

• A min of 5 x type 17 -  14g x 50mm self tapping   
 galvanized wood screws or similar should be used to fix the  
 STRUCTApanel to each rail with the screws on each edge  
 being a min of 20mm from the edge

• A 3mm expansion gap should be placed between  
 each panel

• Screws should be checked and re-tightened if required   
 during the time the hoarding is erected

• STRUCTApanel H2 12mm is non-structural

Click here to view the STRUCTApanel H2 12mm 12 month 
Warranty Document or go to   
https://www.australianpanels.com.au/documents/
structapanel-h2-12mm-warranty-2023-04.pdf
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FLOORING
With an extensive range of options, Australian Panels  can accommodate 
subfloors, suspended floors in multi-storey construction, building additions 
and extensions along with oversized commercial flooring spaces.

PANELLING
Made with the same durable materials used in our market leading STRUCTAflor 
particleboard flooring products, the new and exciting panelling products 
consist of STRUCTApanel H2 9mm Treated Structural and 12mm  
Non-Structural Panelling.

BOARD
Our CUSTOMwood (MDF) and CUSTOMpine (Particleboard) ranges both 
have Raw and Laminated options that make a versatile product to use in 
interior fitout solutions. Whether it be for the reliable quality that guarantees 
uniformity in size, density, and strength or for applications that are subject 
to humidity or moisture, such as bathroom vanities and kitchen cupboards, 
Australian Panels has the solution.

MOULDINGS
Manufactured in a wide range of design styles our mouldings and architraves are 
produced from premium grade MR CUSTOMwood MDF. They are pre-primed 
and ready to use on internal decorative trims, such as door jambs and  
skirtings and are guaranteed not to warp, buckle or split.

Scan the QR code to view 
the full range of products www.australianpanels.com.au


